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FIELD OF THE INVENTION! 
The present invention relates to computer networks having enhanced and/or 
extended client/server communications. More particularly, the present .nvention is 
characterized by an application-independent, object-oriented connection manager for 
processing client/server connections (communications sessions) between client 
computers and server computers. 

BACKGROU ND OF THE IMV^N Tinu 

Client/server communications between client computers and server computers 
are commonly established by the interaction of an application program running on the 
client and a corresponding application program running on the server. The client/server 
model is the conventional model governing the transfer of data between application 
programs on a computer network. According to this model, the high-level protocols for 
reading and writing data between a first computer (the client) and a second computer 
(the server) are embedded in the application software running on the client and server, 
respectively. Prior to the transfer of data, a communications session must be 
established over the network between the client and the server. 

Such a communication session is established according to a number of "layers" 
of protocols. Among the lowest level protocols, physical connectivity between the client 
machine and the server machine is established and maintained. For example, the 
Ethernet CSMA/CD protocol is a common data link layer protocol governing the orderly 
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transmission of packets of data between a client and server. Higher-level protocols, 
such as the TCP/IP and XNS transport layer protocols, govern the assembly of data 
into messages and the uniform addressing of various computers on the network Due 
to the established nature of protocols at these levels, much client software has these 
5 protocols "built-in" so that these protocols are automatically employed when the client 
software is run on a client or server machine on the network. 

Still higher level protocols govern the interoperability of particular client/server 
applications such as file transfer, remote file access, electronic mail, etc. Examples of 
such applications include Internet-based applications, where use of a file transfer 
10 protocol permits the transfer of files from ftp server sites (ftp://xxx.xxx); a different 
protocol permits a client to browse documents in hypertext mark-up language (html) 
format at http server sites (http://xxx.xxx); and yet another protocol governs the 
establishment and maintenance of secure communications sessions between a client 
and server at gss-http sites (http://xxx.xxx:488). For these higher-level protocols, each 
is client/server application is typically specially adapted at the source code level to 
implement these protocols. In other words, the task of setting up a client/server 
communications session employing the desired protocol is typically accomplished by 
application-specific code developed by the application vendor for permitting the 
application program to be run on a client and communicate with a server on the network 
20 using higher-level protocols such as ftp. http, or gss-http. 
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Protocols for establishing secure c.ient/se„er connections have convenfonal.y 
been hand.ed in the foregoing manner. For example, .nternet Web-based client 
applications often employ software security packages to estab.ish secure client/server 
communications, but only after the app.ication software has been invasively modified at 
5 the source code teve. to integrate with the security program. Thus, the app.ication 
program at the server must "know" that a security protocol is being emp.oyed. and the 
application program must be specially adapted to work with the security protocol. 

The need for transparent and application-ndependent client/server 
communications management for implementing a vanety of higher-level 
•o communications protocols has been recognized. For example, Gradients 
WebCrusader software allows users to securely access distributed appHcations us.ng 
standard, off-the-shelf Web browsers installed on desktop client systems. This product 
is purported to establish a secure session between an off-the-shelf Web client 
application and a Web server using the DCE (Distributed Computing Environment) RPC 
.5 (Remote Procedure Calls) protocol. WebCrusader comprises an application- 
independent "Connect Client" funcflon resident on the client machine which interacts 
with the client application, usually a Web browser. The Connect Client, in conjunction 
with a corresponding "Connect Server" function resident on the server, uses the DCE 
RPCs to forward requests from the Web browser to the server. The Connect Server 
:o function receives these requests, performs security checks, fetches the requested 
document, and uses DCE RPCs to send the document securely back to the Connect 
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Client for forwarding on to the Web browser. The Connect Client acts as a "proxy." 
intercepting document requests from the Web browser and determining whether a 
secure document is sought. If the URL of the requested document contains a DCE 
name, the Connect Client uses DCE RPCs to forward the request to the Connect 
5 Server resident on the secure server. If the URL contains a non-secure address, the 
Connect Client forwards the request to the appropriate standard Web server using http. 
In this way, the WebCrusader transparently performs . the security functions of 
authentication, authorization and encryption between a client application and a server 
using DCE. The software is strictly limited to the RPC protocol between client and 
10 server, however, and is not stream-based. 

What is needed is an application-independent client/server connection manager 
suitable for use with any higher-level protocol, such as ftp, http. DCE and gss-http 
without having to convert to RPC call sequences. It is desired that such a connection 
manager tansparently set up and manage both secure and non-secure client/server 
15 byte-stream sessions, yet inter-operate with each application only at the object code 
level. 

SUMMARY OF THE INVENTION 

According to a first aspect of the invention, there is provided a client machine 
20 and a server machine in a computer system, wherein the client and server include a 
connection manager for establishing communications sessions using higher-level 

• 5 
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protocols such as ht,p. f,p. or os,.h«p. The d»n, machine TO/ Be any 
capable of running , client application, and will .ypicy include a memory device such 
as a hard disk dhv. for storing me cUent application; a p,oc«sor for execulin, ,he clien, 
application; and means for handling input/output (I/O). 

The connection manager typically comprises a client component runnmg on the 
client machine, and a server component running on the server machine. These dual 
components of the connection manager together manage a series of connections 
between a client app.ication and a server application. The client component receives 
requests from the client application and uses the request to set up and manage a 
.0 communications session with the server app.ication wherein responses from the server 
are received by the server component of the connection manager. The client aspect 
and the server aspect are thus in part mirror images of each other, and they funct,on 
jointly as an "agent" of the communications between the client and the server. 

It will be understood that the connection manager, including its client and server 
5 components, can be run on a machine other than the client machine (on which the 
client application runs) or the server machine (on which the server application runs) 
For example, in a networked office environment, a client machine running a client 
application may be interoperable with a separate machine running the connection 
manager, which may then apply the appropriate protocols and enhancements to the 
o connection between the client application and a distant server application. 



6 



BNSDOCIO <WO 9804971AI. 



W ° 98/04971 PCT/US97/I22I4 



The connection manager handles requests from a client application using an 
object-oriented approach to process (set up and manage) the communications session 
between the client application and the server application. The connection manager is 
"object-oriented" in that it uses various discriminators determinable from the client or 
5 server communication content (e.g.. protocol, client or server address, data type, etc.) 
to evaluate which type of communications connection, or class, is called for. By 
observing these discriminators, the connection manager can type" the object and call 
on the communications methods corresponding to that class of connection when setting 
up the communications session and carrying out the communications protocols 
10 between the client and the server. 

According to a second aspect of the invention, the connection manager is 
application-independent. A variety of client/server applications may be used with the 
connection manager, and these applications need not be adapted for use with the 
connection manager. The connection manager receives ordinary requests originated 1 
15 by either the client or the server and uses the content of those requests to set up and 
manage a communications session between the client and the server. Requests from a 
wide variety of applications and for a wide variety of classes of connections can be 
accommodated by the connection manager in this manner. 

According to a third aspect of the invention, the connection manager maintains 
:o one or more active "listener" objects that await requests for connections of particular 
types. When a connection is accepted on a particular listener, the connection manager 
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associates with that connection the group of communications methods for connect.ons 
of that class. 

According to a fourth aspect of the invention, there is provided a client/server 
connection manager which is non-invasive with respect to the various applications with 
5 which it may operate. The connection manager receives high-level, connection-specific 
requests from the client. The connection manager uses these requests to determine 
the lower-level protocols required for creating the desired type of connection, such as a 
secure communications session. The connection manager employs client-resident 
portions and server-resident portions to manage the communications and supply the 
■ o lower-level protocols without any modifications to the client application or the server 
application at the source code level. 

BRIEF DESCRI PTION OF THE DRAWINGS 

FIG. 1A is a simple block diagram representation of a client/server connection 
1 5 manager according to the present invention. 

FIG. 1B is a block diagram of a client/server connection manager separated into 
its client and server components in a distributed computing environment. 

FIG. 2A is a functional design diagram of the client component of a connection 
manager with active listener objects which determine when connections of various 
20 types are requested by a client application. 
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FIG. 2B is a functional design diagram showing a single listener object 
associated with a single class of methods for an http connection. 

FIG. 3A is a flow chart of the functioning of a client/server connection manager in 
the computer system according to the present invention. 

FIG. 3B is a more detailed textual outline of the flow chart shown in FIG. 3A. 

FIG. 4A is a communications activity flow diagram showing the establishment of 
a communications session between a client and a server using only the client 
component of a connection manager. 

FIG. 4B is a textual outline of the communications activity shown in FIG. 4A. 

FIG. SA is a communications activity flow diagram showing the establishment of 
a secure communications session between a client and a server using both the client 
component and a server component of a connection manager. 

FIG. SB is a textual outline of the secure communications activity shown in FIG. 
5A. ._ .. . . 



DETAILED D ESCRIPTION OF THE PREFERRED EMBODIMENT 

Referring now to the Figures, the invention in its simplest form is illustrated in 
FIG. 1A. wherein a client machine 2 and a server machine 4 are interposed by 
connection manager 6. Client machine 2 may have resident thereon one or more client 
20 applications 3, and these applications will typically interact with one or more server 
applications 5 to obtain data, files, graphics, etc. from the various servers. For 



9 



SNSOOCID <WO 9804971 »1> 



WO 98/04971 



example, server mach,ne 4 may be a server for one or more of ftp. http, or gopher 
programs on the Internet, or it may be an electrons mail server or other server on a 
private network. The invention encompasses any type of client/server combination 
where such is interposed by a connection manager of the type described. 

Connection manager 6 in its simplest form resides on client machine 2 and 
manages the connections between the various client applications 3 and their target 
server applications 5. Connection manager 6 sets up and manages these client/server 
connections using an object-onented approach to determine, based on the type of 
connection sought by the client application 3 or the server application 5. the-appropriate 
class of communications methods to apply to the connection so that input/output (I/O) 
between the client and server is processed seamlessly and transparently. The object- 
oriented approach of connection manager 6 is described more fully below with 
reference to FIGS. 2A and 2B. 

Referring to FIG. 1B. connection manager 6 is shown to comprise client and 
server components where the client machine 2 and server machine 4 communicate at 
the application level over a network 8. Those components are designated connection 
manager/client (CM/C) 10 and connection manager/server (CM/S) 12. respectively. 
CM/C 10 typically receives from the various client applications 3 certain connection 
requests destined for server applications 5. CM/C 10 types the object, or connection 
sought, according to the content of the request from client application 3. CM/C 10 and 
CM/S 12 then cooperate to establish the requested type of connection, applying the 
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appropriate higher level protocols through the collection of methods specific to the 
requested type of connection. For example, if client application 3 requests a secure 
(gss-http) Web connection, CM/C 10 and CM/S 12 invoke the communications methods 
associated with the gss-http class of connection; neither the client application 3 nor the 
s server application 5 may be aware that the gss-http protocols are being implemented by 
CM/C 10 and CM/S 12. 

Once a connection is established by the components of connection manager 6, 
I/O between client application 3 and server machine 4 is dispatched by CM/C 10 and 
CM/S 12 in a way that is transparent to the client and server. CM/C 10 invokes the 
io communications methods associated with the particular type of connection established 
(e.g.. Init. connect, read and write methods for an http-class connection), thereby to 
carry out the necessary protocol and giving the appearance that client application 3 is 
receiving I/O from the server application unaided by any other application or utility. 
Thus, it can be seen that CM/C 10 interacts with client application 3 as if CM/C 10 were 
is in fact a server application. Likewise, server application 5 interacts with CM/S 12 in the 
same way that server application S would ordinarily interact with a client application. • 
The connection is thus transparent to client application 3 and server application 5. 
which require no special knowledge that the components of connection manager 6 are 
interposed between the client and the server. 
20 Referring now to FIG. 2A. the establishment of client/server connections by 

CM/C 10 is described. FIG. 2A representationally shows a plurality of logical 
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connections established between various client applications 3' and 3" and their target 
server applications via a computer network. CM/C 10 is preferably provided with an 
intializer 30 for setting up a pluralrty of listener objects 16. Listener objects 16 are 
tailored, through their association with connection classes 31. to detect a request for a 
s particular type of connection from client applications 3' and 3", wherein each 
connection class 31 defines a collection of communications methods that implement 
protocols specific to a connection type. When CM/C 10 accepts a connection from a 
client application 3' or 3". CM/C 10 associates with that connection the communications 
methods corresponding to that type of connection. 
io When CM/C 10 accepts a connection request from client application 3' or 3" 

CM/C 10 creates a connection object 24 for http connection 18, a connection object 26 
for http connection 20. or connection object 28 for gss-http connection 22. Connection 
objects 24. 26 and 28 are specialized by their respective connection classes 31 to 
handle connections of particular types. The connection objects have pointers to the 
iJ actual client and server connections, pointers to specific methods of connection classes 
31, and other information allowing them to be managed by CM/C 10. For example, the 
http connection class's Inrt method (httpjnit) sets connection object 24 s read, write, 
exception, and demit methods to http_Read. http.Write, http.Exception, and 
http_Deinit. respectively. Event manager 14 calls the connection class methods for 
20 each connection object in order to process I/O events and apply enhancements to the 
protocols for each connection, e.g.. adding security to http. 
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CM/S 12 is preferably designed to mirror the operation of CM/C 10 and may oe 
designed similarly to accept communications requests on behalf of server application 5 
and receive communications from the server. For simple connections such as http 
connection 18, where data is written to and from CM/C 10 without the need for 
5 enhanced protocols such as security protocols, CM/S 12 may not be active on the 
server side, and connection manager 6 may then be considered to comprise only CM/C 
10. which connects directly to server application 5. 

FIG. 2A shows the establishment of three different types of connections by CM/C 
10, although any type of connection can be accommodated by the present invention. 
io There is shown representational^ a logical, non-secure http connection 18 between a 
client application 3' and a server application 5 (not shown). This connection typifies the 
non-secure Internet communications between a client and server. Also shown are http 
connection 20 and secure gss-http connection 22. which employs the gss-http protocol. 
CM/C 10 cooperates with CM/S 12 (not shown) to set up each connection on 
is appropriate ports of server machine 4. For example, http connection 18 and http 
connection 20 are typically set up on non-secure ports 80, while secure gss-http • 
connection 22 is set up on secure server port 488 according to current standards. 

After the connections are established by CM/C 10 and CM/S 12. I/O between 
client application 3 and server application 5 is processed according to a collection of 
:o methods which are specific to the type of connection established. In FIG. 2A are shown 
connection objects 24, 26. and 28 which are associated with the methods for the http 
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*». h» class, and 9 ss-h«p class of connectjon ^ ^ 

include read, wnte. M and connect. although numerous methods m>y ^ ^ 
depend** on th, connect type and th. methods which are suitab,, the pa(ta|af 
connect tvpe. The functions of current methods is we,, known. For „,mp„. ,h e 
«tp read method is invoked any time input dat, from eKhe, the *,„, , pplieat „ n 3 „ 
.he server appiication 5 ft avatoble on an associaed conn^n. The h«p init method 
is invoked as soon as a ciien, connection ls accwe<1 by CM/C ,„ ^ ^ ^ 

connect method ,s invoked 5K ,.r connection ft estabiished by either 

CM/C 10 or CM/S 12. 

The methods of FIG. 2A may be implemented in any of a variety of ways, 
including subroutines (both statically and dynamical* linked), executing local 
applications, remote procedure calls, Active-X and Java Statically and dynam.caHy 
linked subroutines have proven to be an acceptable means for imp,ementing these 



methods 

15 



Referring now to FIG. 2B, there is shown a functional design diagram of CM/C 
10 for a single http-class connection. Connection class 3V defines the class of http 
methods specific to the http connection Cass. Listener ob)ect 16' receives a connection 
request on http connection 18. .n response, CM/C 10 accepts the connection request 
and creates connection object 24, which has pointers to the http read method 60', write 
20 method 66'. connect method 64' and exception method 65. CM/C 10 also associates 
connection object 24 with the http methods of connection class 3V Event manager 14 
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makes calls to these methods to process the I/O on http connection 18. I/O events 
(e.g., reads, writes, and exceptions) may originate from either the client or the server. 
Processing of these read and write events is handled by event manager 14 via process 
read routine 48 and process write routine 50. which make the appropriate calls to the 
methods associated with the connection object. 

Referring now to FIG. 3A, there is shown a flow chart of the functioning of 
connection manager 6. which preferably has basic functions provided by an initialization 
routine 30, an event processing routine 32. and a quit routine 34. Initialization routine 
30 is executed once upon startup, and includes steps preliminary to establishing 
client/server connections. In step 36. initializations specific to the platform on which 
connection manager 6 is installed are carried out. The various program modules of 
connection manager 6 are initialized in step 38. The connection class definitions 
(reference numeral 31 in FIG. 2A) for connections to be managed by connection 
manager 6 are loaded in step 40. The appropriate methods for use with each 
connection class are initialized in step 42 and the listener objects 16 (FIG. 2A) are 
created in this step. 

Event processing routine 32 processes I/O events, and these are preferably 
processed according to a process read step 48. a process write step 50. and a process 
exception step 52 for handling error conditions on the connection. In step 54, a read 
request is examined to determine whether it originated from the client or the server. If 
the read request originated from the client, step 56 determines whether it is a request to 
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read dat, fr „ m the dKnl or ira|Md . ^ ^ ^ § ^ ^ ^ 

Requests to acc^t , co,,^ invoke ,„„ ^ ^ ^ ^ 

ob.ec. 24 created by ma „, gK e , n m K ^ ^ 

read method ,o. Read r MU , SK orioinaBng „„, „, ^ ^ ^ 

» method 6.. wh«„ occurs when date is to be « ^ selver aM ^ ^ 



client. 



w«. «, UMts tre handted „„ pfocess ^ slep M ^ ^ ^ ^ 

•0) whether „ request is deseed for me c,«n« or ft. server. „ , h . wnte reguest „ 
destined for the serve, step 63 determines whether » i s a request t0 ^ |(j ^ 
•o se^er or instead , sianal that a server connect request previous* issued has 
competed. Requests to write data invoke wnte rn^od 66. Write quests destined ,o, 
.he cl,en, iikewis. invoke wnte method 66. which occur, when data is to be wrtten .= 
the client. 

Event processing routine 32 may handle events other than I/O events. These 
» inciude user events, such as an indication from the user that he wants connection 
manager 6 to exrt. They may also include programmatic events (e.g., another program 
wants connection manager 6 to exit), and so on. 

In the typical http connection, the read, write. Init and connect methods are 
sufficient to establish the communications session and handfe all I/O between a client 
20 application 3 and a server machine 4. ,f communication is over a network, components 
CM/C 10 and CM/S 12 typica.ry run respectively on client machine 2 and server 



16 



BNSOOCIO <WO 98049?1A1> 



WO 98/04971 PCT/US97/122M 



10 



machine 4, with each component handling both read and write requests from the client 
and the server according to the steps above. 

When all connections are to be terminated, quit routine 34 carries out step 68 to 
delete any active connection objects (which closes all open connections) and step 70 to 
s deinitialize the classes of connections previously initialized in step 40. FIG. 38 shows 
in outline form the various steps of FIG. 3A. 

Example A: Un secure Web Connection rhttp) 
Referring to FIG. 4A. there is shown an activity flow diagram for a simple, non- 
secure client/server connection which is set up and managed by connection manager 6 
In the example, an http class connection is established on the Internet; client 
application 3 is therefore presumed to be a Web browser and server machine 4 is 
presumed to be a Web server. Because no higher-level network protocols (such as 
security protocols) are required, connection manager 6 resides only on the client 
machine 2. Prior to the initiation of the activities shown in FIG. 4A, it is presumed that 
is connection manager 6 has been initialized and that at least one listener object 16 (FIG. 
2) of the http class is active. 

The operation of connection manager 6 for http-class connections is now 
described. Typically, a user of client application 3 (Web browser) enters the Universal 
Resource Locator (URL), such as: 
20 http://server.com 

which identifies a Web site to be browsed (step 101). In response to the user entry of a 
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URL. client application 3 in step 102 attemnt* »„ 

P 10 0P6n 3 COnnection to CM/C 10 which 

at leas, ^ actKe h(tp 

»w is (fig. 2A), accepts the connection ^ 
"votes the In* method associated „«h 
. NbM, . SSOeU,eaW ' 1, " heM «>"'"9 connection ohjecton mis case 

~ — — - — - - aMCon , now treats! 

»•*• an http request such as: 

10 ( c|J L p^ : ' fee ' Vereom/Hr n : ''10[CRLFJ 

-o con^on man,,., ,„ step 1M „ ^ § ^ ^ 

- « — h«p. After success readin, ,h, request ,„e. the http cfcss 

•he http Cass read mm ne xt read, the Imp header lines. 

A«er the h^der „es are read, connect man^ , cooperates * „ e 
— to e„. bfe h a connect us ,^ „. ^ ^ ^ 

^ the h* wnt. methods to wrte , he cfenl _ 

-o "ach,ne 4 W ep once » .3 this cfen , ^ ^ ^ ^ ^ ^ 

-Ponse ,s,ep acco^ t0 |he htlp ^ ^ ^ ^ ^ # ^ 
K». a header, and the bod/ cf the response, e.g.: 
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HTTP/1.0 200 OK(CR/LF] 
(CR/LF) 
Hello World! 

This response is then read by connection manager 6 (step 112). Like the client 
application, the server's communication through connection manager 6 is transparent, 
and the server cannot discern that connection manager 6 is anything other than an http 
client. 

Once connection manager 6 has received the response from the server, it writes 
the response to the client application 3 (step 113). Client application 3 then reads the 
response and displays it to the user (step 114). Thereafter, connection manager 6 
closes the server connection in step 115, and subsequently client application 3 closes 
the connection with connection manager 6 in step 116. The steps associated with all of 
the activities in this http example of FIG. 4A are shown in outline form in FIG. 4B. 
15 The particular methods implementing the http class connection in Example A are 

outlined generally as follows: 

I. http_Classlnit 

A. CreateListener CO 

B. ConnObj_SetlnitMethod(http_lnit) 
20 C. CreatAdmin? 

1. CreateListener 

2. ConnObj_SetlnitMethod(httpJnit) 

II. httpjnit 

A. ConnObj_SetReadMethod(http_Read) 
25 B. ConnObj_SetWriteMethod(http~Write) 

C. [ConnectionManager/Server] 

1. CallMethod(gssJnit) 

III. http_Delnit 

IV. http_Connect 
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20 



25 



30 



35 



V. http_Read 

A. ReadRequestOrReadResponse? 
1. http_Read_Client_Request 
, a) http_Read_CJientlnit 

b) http_Read_Request 

c) http_Read_ClientHeaderAndBody 

(1) LocalOrRemote? 

(a) http_ProcessLocalURL 

(b) http_ProcessRemoteURL 

i) SecureOrUnsecure? 

/ ( i ) f e 5 0nnectMethod (9ss Connect) 

d) http.Read.C, JL B e Uffer/F,UShReqUeSt 
2. http_Read_Server_Response 

a) http_Read_Serverlnit 

b) http_Read_Status 

c) http_Read_ServerHeaderAndBody 

v/i d) htt P- R ead_ServerDone 

vi. nttp_Wnte 

A. WriteRequestOrWriteResponse? 

1. http_Write_ClientRequest 

a) WriteComplete? 

^ u. .... (1) SwrtchT °Read/WriteResponse 

2. http_Wrrte_ServerResponse 

a) WriteComplete? 
VI.. http.Exception < 1 > Co ™0>i-MarkForDe. eti on 

Example R S»r. r VA/„ h Connection f ^c-htfrf 
Referring to FIG. 5A. there is shown an activrty flow diagram for a secure gss- 
http c.*nt/server connection which is set up and managed by client and server 
components of connection manager 6, namely CM/C 10 and CM/S 12. As in Example 
A. client application 3 is presumed to be a Web browser and server machine 4 is 
presumed to be a Web server. Prior to the initiation of the activities shown in FIG. 5A. it 
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is presumed that CM/C 10 and CM/S 12 have been initialized and that at least one 
listener object 16 (FIG. 2A) of the http class is active on each of CM/C 10 and CM/S 12. 

The operation of CM/C 10 and CM/S 12 for secure gss-http connections is now 
described. At the outset, the user of client application 3 (Web browser) gives an 
indication in step 201 that he desires secure communications with a server, in 
response, client application 3 attempts to open a connection with CM/C 10 (step 202) 
and CM/C 10 accepts the connection (step 203). The client may then write a request to 
CM/C 10, such as: 

POST http://server.com;488/cgl-bin/foo HTTP/1 0[CR/LF] 
Content-length: 17 

Content-type: application/x-www-form-unencodedfCR/LFl 
fCR/LF] 

name=John%20Smith 
which includes a request line, header lines, and a user ID. CM/C 10 invokes the read 
method to read this request in step 205. 

The http read method observes the content of the request and determines that a 
gss-http secure connection is desired. Thus, the gss connect method will be set as the 
connect method associated with connection object 24 in FIG. 2B- Next, the http read 
method opens a connection to the server (steps 206-208). CM/C 10 then cooperates 
with CM/S 12 to establish a connection by invoking the connection object's connect 
method (in this case, gss_Connect). which performs security context negotiation prior to 
the transfer of any secure data (steps 209-216). The server application 5 (Web server) 
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recedes no requests an. t*.s no par, in th . conn^n set-up umi, after CM/C ,0 and 
CM/S 12 have successfully negotiated the secure connection. 

Upon completion of the wcurty con!.* negotiate, ^ CM/C „ , nd ms 
12. nnp writ, methods inCud-ng s^urty p^ccs are h>oke<J 6y CM/C „ ^ ^ ^ 
> M request purely to CM/S 12. Op^n, in mirror ™, e fashlon CM/S „ ^ 
.he client request in step 216. There.*., i„ ,,,„. „, CM/$ „ ^ 

w«h server appfcation S , 0 open . connect to the se^, send the client request to 
.he server, and r,ad th. serve, response in , m , nrKr .natogous to ,h, infract 
bet*™ connecdon manager and server application 6 in step, 10( , 112 ln Exampl6 A 
io above. The sample response written to CM/S 12 in FIG. 5A is 

HTTP/1 .0 200 OK [CR/LF1 
ICR/LF) 

Hello John Smith! 

-5 Now that the read and write methods invoked by CM/C 10 and CM/S 12 provide for a 
secure connection, the server response may be securely written to and read by CM/C 
10 (steps 226 and 227) before CM/S 12 doses the server connection (step 228) After 
writing the response to the client (step 229, for display to the user (step 230), the 
remainder of the connections are then closed, first by CM/C 10 (step 231). then by 

» Cient application 3 (step 232). Thus, it can be seen from the examp.e that the Cent 
and server components of connection manager 6 established a secure gss-http 
connection between the client and server by interacting with client and server in a way 
that transparently mimics direct interaction between client and server. 
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The particular methods implementing the gss class connection in Example B 
outlined generally as follows: 

I. gss_Classlnit 

II. gssjnit 

5 A. ConnObj_SaveCurrentMethods 

B. ConnObj_SetReadMethod(gss_Read) 

III. gss_Delnit 

IV. gss_Connect 

A. gssjnit 
10 IV. gss_Read 

A. [ConnectionManager/Client] 

1. gss_ReadJnit 

a) gss_AcquireAndFlushToken 
2 gss_Read_Token 

15 a) gss_Read_TokenHeader 

b) gss_Read_TokenBytes 

c) gss_AcquireAndFlushToken 

d) NegotiationComplete? 

(1) SetSocketParametersForTransparentEncrypt/Decrypt 
20 3. gss_Read_FirstEncrypted 

4. gss_Read_Done 

a) ConnObj_RestoreCurrentMethods 

B. [ConnectionManager/Server] 

1. gss_ReadJnit 
25 2. gss_Read_Token 

a) gss_Read_TokenHeader 

b) gss_Read_TokenBytes 

c) gss_AcquireAndFlushToken 

d) NegotiationComplete? 

30 (1 ) SetSocketParametersForTransparentEncrypt/Decrypt 

(2) ConnObj_SetWriteMethod(gss Write) 
3. gss_Read Done 

VI. gss_Write 

A. [ConnectionManager/Client] 
3 * B. [ConnectionManager/Server] 

1 . BufferAcknowledgement 

2. WriteComplete? 

a) ConnObj_RestoreCurrentMethods 

VII. gss_Exception 

40 
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WMe a parties e^ent of the invention has 5een lllustrated and 

^cations may 0e made wrth out saucing the advanta 9 es provjded by the 
pr.nc.ples of construction and operation disclosed herein. 
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CLAIMS 

We claim: 

1 . A computer system providing enhanced communications between a client 
application and a server application, comprising: 

a client machine running said client application; 

a connection manager interoperable with said client application to: 

(a) receive from said client application a connection request for a 
specific type of connection; 

(b) identify the type of connection requested from a 
plurality of connection types; and 

(c) invoke methods for the type of connection requested, thereby 
establishing a connection between said client application and said 
server application. 

2. A method of enhancing communications between a client application and a 
server application in a client/server computing environment, comprising the steps of: 

receiving from said client application a connection request for a 

specific type of connection, said connection request including a body; 

identifying the type of connection requested from a plurality of connection types; 

invoking methods for the type of connection requested; and 

writing said body of the connection request to said server application. 
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I. User types URL: http://server.com 

II. Client: Open Connection to Server (in this case, CM/Client) 
A. CM/C: Accept Client Connection 

III. Client: Write Request to Server (CM/C) 

A. CM/C: Read Client Request 

1. CM/C: Read Request Line 

GET http://server.com/ HTTP/1 .0[CR/LF] 

2. CM/C: Read Request Headers 
[CR/LF] 

3. CM/C: Open Connection to server.com 

4. CM/C: Server Connection is Established 

B. CM/C: Write Client Request to Server 

IV. Client: Read Response from Server (CM/C) 

A. CM/C: Read Server Response 

1. CM/C: Read Server Status Line 
HTTP/1.0 200 OK[CR/LF] 

2. CM/C: Read Server Headers and Body 
Content-type: text/plain CR/LF] 
[CR/LF] 

Hello World! 

B. CM/C: Write Server Response to Client 

C. CM/C: Close Server Connection 

V. Client: Read and Display Server Response 

VI. Client: Close Connection to Server (CM/C) 
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